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Permabond Sealant Approved for use in Oxygen Delivery Systems
SOMERSET, NJ –Permabond® Engineering Adhesives MH052 has BAM approval for use with gaseous oxygen up to 10 bar (145 psi) and 60°C (140°F). Standard anaerobic sealants cannot be used for oxygen-rich systems due to instability, which could cause fire or explosions.  MH052 is a unique formulation which is stable in oxygen rich environments providing a safe means to seal threaded joints in gaseous oxygen systems up to 10 bar (145 psi) and 60°C (140°F).

Typical applications for MH052 pipe sealant include sealing oxygen pipelines in hospitals, breathing apparatus, aircraft oxygen systems and more.  MH052 is also suitable for other gases and liquids and has excellent chemical resistance.

Permabond MH052 offers the user many additional benefits such as vibration-proof sealing and no cracking, creep or shrinking of cured adhesive. This particle free formula means there is nothing in the product that can clog valves. Packaged for ease of use, it is suitable for shop, jobsite or production floor. Once cured, piping assembled with MH052 can be easily dismantled with normal tools for repairs, maintenance or system upgrades. Additional approvals include DVGW (gas and water) and WRAS (drinking water approval).

Permabond is a global, ISO 9001:2000 certified manufacturer of engineering adhesives and sealants for manufacturing, assembly, repair, and maintenance.  Permabond manufactures cyanoacrylates (instant adhesives), anaerobics (for threadlocking, retaining, gasketing and pipe sealing), structural adhesives (one or two component epoxies and toughened acrylic adhesives), and UV - visible curable adhesives. Permabond custom formulates for unique requirements.  Permabond products are sold worldwide through authorized distributors.
For information please contact Permabond by phone: 732-868-1372 or 800-640-7599; fax: 800-334-3219; info.americas@permabond.com or by mail: 223 Churchill Ave., Somerset, NJ 08873. Visit our NEW website at www.permabond.com
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